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1. PURPOSE. c. If the parachute log is used for cargo, decel-
eration, droque chute, torso harness, etc., it isThe purpose of this technical order is to explain how appropriate to reidentify the necessary pages orto prepare, replace and dispose of AFTO Form 391, titles.‘‘Parachute Log,’’ and AFTO Form 392, ‘‘Parachute

Repack, Inspection and Component Record’’ which d. For parachutes employing reefing line
are used to log and record parachute information. devices, enter information concerning such devices

in the time delay cartridge section and reidentify
2. GENERAL. the section pages accordingly.

a. AFTO Form 391 is the form currently pre- e. For drogue parachutes employing Time
scribed for recording/maintaining data applicable to Change Items (TCI), enter information on the can-
all types parachutes and to components utilized opy and harness data page and retitle page
with the various parachute assemblies. accordingly.

b. All data pertaining to organization, unit of f. On removal/replacement of any parachute
assignment, or activity entered on the AFTO/DD component or accessory the person accomplishing
Forms or stenciled on life support/survival equip- the removal/replacement action will enter on the
ment may be omitted at the option of the major next open line of the appropriate page the new/
command. updated information.

Figure 1. AFTO Form 391 General Information (Cover)

g. To update the AFTO Form 391 draw a single i. All entries made on AFTO Form 392 shall be
line through the old information and enter the new made in pencil and shall be legible.
information on the next open line.

h. All entries in AFTO Form 391 shall be of a
permanent nature, nonfading characters and all
entries shall be legible.
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3. AFTO Form 391 (Figure 1-18). (c) Name and Organization of Assem-
bler:  First Name Initial, Last Name and the Loca-This form is used as a maintenance, repair, techni- tion/Unit of Assembler.cal compliance, inspection, and general historical

record of each parachute.  It is initiated when the (d) Organization Assigned:  Name of
parachute is f irst processed for maintenance, base and organization to which the parachute is
inspection, technical order compliance, or packing, currently assigned for operational use.  (If dictated
and is continued during the life of the parachute. by operational requirements, major commanders

may authorize deletion of this information.)
NOTE

(e) Serial Number of Canopy.
All signature blocks will consist of f irst

(f) Stock Number:  Stock Number ofname initial and signed last name.
complete Parachute/Recovery Assembly.For periods when these operations are

conducted, see 13C series, 14D1 (-2 (g) Local Control Number:  Numberand -3 series), 14D2 series and 14D3 assigned by possessing operational organization toseries technical orders. facilitate identification and control of parachute
assembly.a. Preparing AFTO Form 391.  Make the fol-

lowing entries:
NOTE

(1) General.  (Figure 1). Data Pertaining to organization, unit
(a) Style:  Style and type of parachute, of assignment, or activity entered on

‘‘Back Automatic-SEAT, Automatic-ETC.’’ AFTO/DD Forms or stenciled on life
support/survival equipment which(b) Part Number:  Part number of Para- could divulge the base, activity, or unitchute Assembly. to which the item is assigned, may be
omitted, at the option of the major
command.

Figure 2. AFTO Form 391 Contents
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(6) Harness Data.  (Figure 7) (d) Expiration Date:  The date (month
and year) harness will be removed from service as(a) Manufacture Date:  The date (month computed from installation (I date) or manufactur-and year) harness was manufactured. ing date as prescribed by technical order governing
the specific harness.(b) Install Date:  The I date stenciled on

the harness.

(c) Manufacturer:  Name of harness
manufacturer, or manufacturers code when name is
not known.

Figure 7. AFTO Form 391

(7) Riser Data.  (Figure 8) (d) Expiration Date:  The date (month
and year) riser will be removed from service com-(a) Manufacture Date:  The date (month puted from installation (I date) or manufacturingand year) Riser was manufactured. date as prescribed by technical order governing the
specific riser.(b) Install Date:  The I date stenciled on

the riser. (e) Remarks:  Indicate if left or right
riser or both.(c) Manufacturer:  Name of riser

manufacturer.

Figure 8. AFTO Form 391

Change 5 5



T.O. 00-25-241

NOTE(8) Automatic Ripcord Actuator/Release.
(Figure 9) Each time the settings (time/altitude)

are changed, a separate entry ref lect-(a) Inspection Date:  Date released actu-
ing latest settings will be made.  F-1Bator was inspected
release will always be set at 14,000

(b) Type:  Type/manufacturer-actuator/ feet so enter either function check or
release installed such as F-1B, Scot, Mod 11,000, operation check.  If function is per-
etc. formed enter number of check; i.e.,

function check #30 in the altitude por-(c) Actuator/Lot Number for ballistic
tion of this page.releases, serial number:  For mechanical releases.

(f) Signature:  Signature of person who(d) Time/Delay Setting:  Exact time
preformed the inspection.increment in seconds, timer mechanism or cartridge

delay is set.

(e) Altitude Setting:  Exact altitude
increment at which aneroid (altitude) mechanism
was set, or release fired at.

Figure 9. AFTO Form 391
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